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EGD

EG34–i10 Large Channel 
HD+ 3.8 11.6 1050 210/120 120/120 140 2–100 

(CloseFocus™)
Y Video HD+ i10 Ergonomic 

Control Body

EG29-i10 Standard HD+ 3.2 9.8 1050 210/120 120/120 140 2–100 
(CloseFocus™)

Y Video HD+ i10 Ergonomic 
Control Body

EG27-i10 Slim HD+ 2.8 9.0 1050 210/120 120/120 140 2–100 
(CloseFocus™)

- Video HD+ i10 Ergonomic 
Control Body

EG16-K10 Small Caliber 2.0 5.4 1100 210/120 120/120 140 4–100 - Video SD i10 Ergonomic 
Control Body

EG-3890TK Dual Channel 3.8 & 2.8 12.8 1050 180/120 120/120 140 4–100 Y Video SD 90 Series

EG-2990K Standard SD 2.8 9.8 1050 210/120 120/120 140 4–100 Y Video SD 90 Series

EG-2790K Slim SD 2.8 9.0 1050 210/120 120/120 140 4–100 - Video SD 90 Series

EG-2490K 8mm Slim 2.4 8.0 1050 210/120 120/120 140 4–100 - Video SD 90 Series

ERCP

ED34–i10T2 DEC™ HD 
Duodenoscope 4.2 11.6 1250 120/90 90/105 100  

(10 retro) 4–60 - Video HD i10 Ergonomic 
Control Body

ED34–i10T HD 
Duodenoscope 4.2 11.6 1250 120/90 90/105 100  

(10 retro) 4–60 - Video HD i10 Ergonomic 
Control Body

EUS (Endoscopic Ultrasound)

EG-3870UTK Linear Ultrasound 
Endoscope 3.8 12.8 1250 130/130  120/120 120 5–100 - Video/

US SD 70 Series

EG-3270UK
Slim Linear 
Ultrasound 
Endoscope

2.8 10.8 1250 130/130 120/120 120 5–100 - Video/
US SD 70 Series

EG-3670URK Radial  Ultrasound 
Endoscope 2.4 12.1 1250 130/60 60/60 140 4–100 - Video/

US SD 70 Series

Small Bowel Enteroscopy

VSB-2990i Small Bowel HD
Enteroscope 2.8 9.8 2200 180/180 160/160 140 3–100 - Video HD 90 Series

Colonoscopy

EC38-i10L Standard HD+ 3.8 13.2 1700 180/180 160/160 140 4–100 Y Video HD+ i10 Ergonomic 
Control Body

EC38-i10NL Standard HD+ w/ 
SCOPEPILOT® 3.8 13.2 1700 180/180 160/160 140 2–100 

(CloseFocus™)
Y Video/

Nav HD+ i10 Ergonomic 
Control Body

EC34–i10L Slim HD+ 3.8 11.6 1700 180/180 160/160 140 2–100 
(CloseFocus™)

Y Video HD+ i10 Ergonomic 
Control Body

EC34–i10TL RetroView™ HD+ 3.2 11.6 1700 210/180 160/160 140 2–100 
(CloseFocus™)

Y Video HD+ i10 Ergonomic 
Control Body

EC-2990Li UltraSlim HD 2.8 9.8 1700 180/180 160/160 140 3–100 Y Video HD 90 Series

EC-3890TLK Dual Channel 3.8 & 2.8 13.2 1700 180/180 160/160 140 3–100 Y Video SD 90 Series

EC-3890LK Standard SD 4.2 13.2 1700 180/180 160/160 140 3–100 Y Video SD 90 Series

EC-3490LK Slim SD 3.8 11.6 1700 180/180 160/160 140 3–100 Y Video SD 90 Series
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